PD-210

Wide band 2way splitter ( divider)

Features

® Frequency Range : 800 ~ 2500 MHz

V.S:W.R 153555 1 (‘max )
Impedance : 50 ohm
Divider Factor : 1: 2
Divider Loss : 3.0 dB
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Size : 2.0x 5.8 x9.8 cm 27313%3

PD-310

Wide band 2way splitter ( divider)

Features

Frequency Range : 800 -~ 2500 MHz

ViS:W.R:1.35: 1 (thax)
Impedance : 50 ohm
Divider Factor : 1:3
Divider Loss : 4.8 dB

Size : 2.0x8.5x 13.5cm 353%%%

PD-410

Wide band 2way splitter ( divider)

Features

Frequency Range : 800 ~ 2500 MHz

V.SIWR : 1.35 : 1 (max )
Impedance : 50 ohm
Divider Factor : 1 : 4
Divider Loss : 6.0 dB

Size: 2.9x11.4x11.6 cm

DC-3, 10, 15, 20

Wide Band Directional Coupler

Features

Frequency Range : 800 ~ 2500 MHz

Corpling factor : 6,10,15,20 dB
V.SSW.R:1.35:1

Impedance : 50 ohm

Size : 4.3 x15.4x2.0cm
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IA-D2, IA-P2, IA-U2
Indoor Whip Antenna

® Frequency Range : 1710 ~ 1880 MHz ( IA-D2)
: 1850 ~ 1990 MHz ( IA-P2)
: 1920 ~ 2170 MHz ( IA-U2)

® VSWR:2.0:1

® Polarization : Vartical

® Gain: 2.0 dBi

® |mpedance : 50 ohm EARXER -
® Length: 14.3 cm

PA-C8, PA-G9
Outdoor Panel Antennas

® Frequency Range : 806 ~ 894 MHz ( PA-C8)

: 880 ~ 960 MHz ( PA-G9)
V.SIWIR :5=2.0: 1

® Polarization : Vartical

® Gain : 2.0 dBi ( PA-C8)

® 9.0 dBi ( PA-G9)

® Impedance : 50 ohm

® |ength:22.8x19.3x3.9cm
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IA-W3
Indoor ceiling Antennas

® Frequency Range : 800 ~ 2500 MHz -'f
V.SIW.R:2.0:1 o
Polarization : Vartical

® Gain : 2 dBi 800 ~ 960 MHz

° : 3dBi 1700 ~ 250 MHz

® Impedance : 50 ohm

® Size : 16.50 x 12.5cm
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